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FROST

CREAM

FAWN

STERLING

SPECIFICATION

SOLACE BLACKOUT

Composition 4ply Laminated Fiberglass Fabric Weight 13.57 oz/sqyd (460 gsm) +/-5%
Standard Roll Length 30 yds (28m) Fabric Thickness 0.0134” (0.34 mm) +/-5%
Fabric Width 72” (183cm), 100”(254cm), 120” (305cm)

——— SCSingle Glass 1
1/8"CL 1/4"CL 1/4"HA

SC Insulating Glass

T
1/2"CL 1"CL 1"HA

TS RS AS TV
120 Frost (0] 77 23 o 0.21 0.22 0.26 0.21 0.23 0.20
TS = Solar Transmittance AS = Solar Absorptance 1/8” CL = 1/8" Clear Glass 1/4” HA = 1/4" Heat Absorbing Glass
RS = Solar Reflectance TV = Visual Transmittance 1/4” CL =1/4" Clear Glass
*SIDE: FRONT (BACK)

Fire Classifications Environmental
NFPA701-2019 TM#1 Phthalate Free, RoHS-Lead Free
Rail Road Care & Cleaning
Not Recommended Clean with a damp cloth for light dusting.

For tougher spots, use warm water and a mild
Colar Fastness to Light 9 P

det t, gently rubbi ded.
Grade 6+, ISO 105-B02:2014 Method 3 ctergent, gently rubbing as neede

Fabrication Methods

Cutting: Cold, Ultrasonic, Crush or Laser Cut
Welding: Thermal, High-Frequency, or sewing
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* ENERGY SAVING * + PRINTABLE « - FIRE RETARDANT « « LEAD FREE *



